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En total, ya son 46 paises y 5
continentes a |0s que suministramos
productos MT Valves & Fittings. MT
México, MT Rusia y MT [ndico son
algunas de las representaciones mas
recientes con las que ya operamos

y que ponen de relieve la vocacion
internacional de la compania.

A nivel nacional contamos con mas de 40
comerciales distribuidos para dar a muestros
clientes una atencion personalizada.




VALVES AND FITTINGS




Las valvulas forjadas: Se fabrican a Las valvulas de fundicion: Se
partir de piezas de acero forjado o fabrican en moldes utilizando el
de piezas de forja preformadas. proceso de colada de acero liquido.

No existe una opcion preferente, todo dependera del uso y las propias condiciones de
trabajo de la valvula
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Valves

AORGED VALVES
Gate, Gabe, Check,

Cryogenic, Integral Hanged
Below Sealed, Extended Body Gate
DINValves

Sze 7’ to2'

\

B.F.E. S.r.l.

(ass #150 to #2500 b BonNEY FORGE

FAST TRACK
/CAST VALVES — \

B.FEE. S.r.l.

(\ﬁte, G.dﬁ, (]mkvalves, b BoNNEY FORGE

Sze 7 to24' MV NEwAaY
Class #150 to #600

@ cAMERON

NEWCO® | OIC®

/

MATERIALS (STOCK)

\ /

v’ A05,LR2, F316/316L, F304, WCB LCC CRBM CR3M F5, P9, A, F22, Fa4, P51, F53, F55, F91, A 321, A 347, Monel K500, Inconel 625, Inconel 825, A20

-

Bronze / Auninium+Bronze
Gate, Globe, Check Valves

Sze /4’ to 4

Cass #150, #300 / PN\25, PNAO

o

Mariani

- fluid confrol -

\

APPROVALS

':- «DUPONT»

REPsJOL
WP <> 5-cEPsA
Petronor M
®
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Forged Valves M
Valvulas Forjadas ®
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PRODUCTS > FORGED VALVES / VALVULAS FORJADAS

B’ Garte Vawes- Bourep Bonner- Furl & Stanparp Port

BONNEY FORGE

800 Ls.

1500 Ls.

Design construction:

API 602 - ASME B16.34 - BS 5352

Testing according to APl 598

Marking MSS SP25

Outside Screw and Yoke (0S&Y)

Self aligning two piece packing gland

Spiral-wound gasket

Integral backseat

Socket Weld Ends to ASME B16.11

Screwed Ends (NPT) to ASME B1.20.1

Butt Welding Ends to ASME B16.25

Ratings:

- carbon steel class 800 1975 psig @ 100°F
138 bar + 38°C

- carbon steel class 1500 3705 psig @ 100°F
255 bar + 38°C

INDUSTRIES

¢ i w

chemical

OIL&G

Petrochemical

INDUSTRY

7

ENERGY

800 Ls.
1500 Ls.

Design construction:

API 602 - ASME B16.34 - BS 5352

Testing according to APl 598

Marking MSS SP25

Qutside Screw and Yoke (0S&Y)

Self aligning two piece packing gland

Integral backseat

Body Bonnet Weld to ASME IX

Socket Weld Ends to ASME B16.11

Screwed Ends (NPT) to ASME B1.20.1

Butt Welding Ends to ASME B16.25

Ratings:

- carbon steel class 800 1975 psig @ 100°F
138 bar + 38°C

- carbon steel class 1500 3705 psig @ 100°F
255 bar + 38°C

FAST TRACK

M.
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PRODUCTS > FORGED VALVES / VALVULAS FORJADAS

FAST TRACK

l?" GLoBe VALVES- BoLtep BonNET- FuLL & STANDARD PoORT

BONNEY FORGE

Design construction:

ASME B16.34 - BS 5352

Testing according to API 598
Marking MSS SP25

Outside Screw and Yoke (OS&Y)

Self aligning two piece packing gland
Spiral-wound gasket

Integral backseat

Loose solid disc

Socket Weld Ends to ASME B16.11
Screwed Ends (NPT) to ASME B1.20.1
Butt Welding Ends 1o ASME B16.25

Design construction:

ASME B16.34 - BS 5352

Testing according to APl 598

Marking MSS SP25

Outside Screw and Yoke (0S&Y)

Self aligning two piece packing gland
Integral backseat

Body bonnet weld to ASME IX

Loose solid disc

Socket Weld Ends to ASME B16.11
Screwed Ends (NPT) to ASME B1.20.1
Butt Welding Ends to ASME B16.25

Ratings Ratings:
- carbon steel class 800 1975 psig @ 100°F - carbon steel class 800 1975 psig @ 100°F
138 bar + 38°C 138 bar + 38°C
- carbon steel class 1500 3705 psig @ 100°F - carbon steel class 1500 3705 psig @ 100°F
255 bar + 38°C 255 bar + 38°C
INDUSTRIES
OIL & GAS chemical INDUSTRY ENERGY M ®

Petrochemical
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PRODUCTS > FORGED VALVES / VALVULAS FORJADAS

l?” GroBe VALves- WELDED BonNET- FuLL Port (Y TyPE)

BONNEY FORGE

Design construction:

ASME B16.34 Limited Class

Testing according to API 598

Marking MSS SP25

QOutside Screw and Yoke (0S&Y)

Self aligning two piece packing gland

Integral backseat

Body bonnet weld to ASME IX

Loose solid disc

Socket Weld Ends to ASME B16.11

Screwed Ends (NPT) to ASME B1.20.1

Butt Welding Ends to ASME B16.25

Ratings:

- carbon steel class 800 2000 psig @ 100°F
138 bar + 38°C

- carbon steel class 1690 4225 psig @ 100°F
291 bar + 38°C

INDUSTRIES

U
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GAS . i INDUSTRY =N=
OIL&GAS  Patrochemical chemical ENERGY M ®
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PRODUCTS > FORGED VALVES / VALVULAS FORJADAS

G” CHeck Vawves- Bowtep BonneT- FuLl & StanparD PoRrt

BONNEY FORGE

Forged steel, piston, ball or

swing check. Full or standard

port. Bolted or welded cover

joint. T-Pattern or

Y-Pattarn. Integral body seat

for piston or ball chack. : '

I
Separate seat ring design for r 7 | T
the swing check valve. ; ! :

Design construction:

ASME B16.34 - BS 5352

Testing according to API 598

Marking MSS SP25

Spring on request only

Spiral-wound gasket

Socket Weld Ends to ASME B16.11
Screwed Ends (NPT) to ASME B1.20.1
Butt Welding Ends to ASME B16.25

Ratings:

- carbon steel class 800 1975 psig @ 100°F
138 bar + 38°C
- carbon steel class 1500 3705 psig @ 100°F

255 bar + 38°C

INDUSTRIES
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. i INDUSTRY =N= M
OIL&GAS  patrochemical chemical ENERGY ®
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PRODUCTS > FORGED VALVES / VALVULAS FORJADAS

l3° CHeck VaLves- Bottep BonNeT- FuLL Port |3 CHeck VAwves- WEeLDED BonneT- FuLL & STAnNDARD PoRT

BONNEY FORGE

BONNEY FORGE

Design construction:
ASME B16.34 - BS 5352

Design construction:
ASME B16.34 - BS 5352

Tesling according to AP1 598

Marking M35 SP25

Spring on request anly

(Owal ring joint gasket

Socket Weld Ends 1o ASME B16.11
Screwed Ends (NPT) to ASME B1.2001
Butt Welding Ends to ASME B16.25
Ratings standard class:

Testing according o AP 58

Marking M55 5P25

Zpring on raquest only

Eody bonned weld to ASME [X

Socket Weld Ends 1o ASME B16.11
Screwed Ends (NPT) to ASME B1.2001
Butt Welding Ends to ASME B16.25
Ratings:

- carbon steel class 1500 3705 psig @ 100°F - carbon steel class B0O 1975 psig @& 100°F
255 bar + 38°C 138 har + 38°C
- carbon steel class 2500 6170 psig @ 100°F - carbon steel class 1500 3705 psig @ 100°F
425 bar + 3°C 255 bar + 38°C

INDUSTRIES

| A
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GAS . i INDUSTRY =N&
OIL&GAS  peteochamical chemical ENERGY
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PRODUCTS > FORGED VALVES / VALVULAS FORJADAS

BONNEY FORGE

Design construction:
API 602- ASME B16.34- BS 5352- BS 6364
Testing according to APl 598
Marking MSS SP25
Qutside Screw and Yoke (0S&Y)
Selfaligning two piece packing gland
Spiral wound gasket
Integral backseat
Welded body- bonnet joint also available
Socket Weld Ends to ASME B16.11
Screwed Ends (NPT) to ASME B1.20.1
Butt Welding Ends to ASME B16.25
Ratings: Stainless steel A182- F316
-class 800 1920 psig @ 100°F
132 bar + 38°C
-class 1500 3600 psig @ 100°F
248 bar + 38°C

"GRYoGENIC VALVES- GATE TYPE- BoLTED BONNET-

FuLL & StanDARD PoRT

INDUSTRIES

PRESSURE BELIEF HOLE

BONNEY FORGE

Design construction:
ASME B16.34- B55352- BS6364
Testing according to APl 598
Marking MSS SP25
Qutside Screw and Yoke (05&Y)
Self aligning two piece packing gland
Spiral wound gasket
Integral backseat
Loose disc stem assembly
Socket Weld Ends to ASME B16.11
Screwed Ends (NPT) to ASME B1.20.1
Butt Welding Ends to ASME B16.25
Welded body - bonnet joint also available
Ratings: stainless steel A182- F316
- ¢lass 800 1920 psig @ 100°F
132 bar + 38°C
- class 1500 3600 psig @ 100°F
248 bar + 38°C

10N SEAT)

¢

OIL & GAS

il

Petrochemical chemical

LNG

INDUSTRY

<

ENERGY

FuLL & StanparD PoRt

FAST TRACK

"CRryoGeniC VALVES- GLoBE TYPE- BoLTED BONNET-
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PRODUCTS > FORGED VALVES / VALVULAS FORJADAS

" INTEGRAL FLANGED VALVES- GLoBE TYPE- BoLTED BONNET-
FuLL & StanparD PorT

" INTEGRAL FLANGED VALVES- GATE TYPE- BoLTED BONNET-
FuLL & StAnDARD PoRT

BONNEY FORGE BONNEY FORGE

600 Ls. 600 Ls.

o
> . Design construction:

Design construction: ASME B16.34 - BS 5352

API 602 - ASME BI6.34 - BS 5352 Testing according to AP| 598

Testing according to API 598 Marking MSS SP25

Marking MSS SP25 Outside Screw and Yoke (0S&Y)

Outside Screw and Yoke (0S&Y) Loose disc stem assembly

Self aligning two piece packing gland Self aligning two piece packing gland

Spiral-wound gasket Spiral wound gasket

Integral backseat Integral backseat

Integral body flanges Integral body flanges

Face to face according to ASME B16.10 Face to face according to ASME B16.10

Flanges according to ASME B16.5 Flanges according to ASME B16.5

Ratings: Ratings:

-carbon steel class 150 285 psig@ 100°F - carbon steel class 150 285 psig @ 100°F
20 bar + 38°C ” A 20 bar + 38°C

-carbon steel class 300 740 psig@ 100°F - carbon steel class 300 740 psig @ 100°F
51 bar + 38°C| 51 bar + 38°C

INDUSTRIES
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: i INDUSTRY  =N=
OIL&GAS  patrochemical Chemical ENERGY
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PRODUCTS > FORGED VALVES / VALVULAS FORJADAS

BALL VALVE Split body floating type

ANF Qass 150 /300/600/800 /1500 DESIGN TYPE 1
3-PIECE

& SWING-OUT BODY

Standard design available with Threaded/
Socked-Weld/Butt-Welding ends.

aB

A

PRODUCT FEATURES:

® live loaded Stem Seal. © Phosphate conted carbon steel valve body/tlosure. IS0 5211 mounting integrated in the forged body. e Antistatic Device. ® Blow-out Proof stem.  FireSafe. ® Covity Pressure relief seat
design. ® Standard 0-Rings in Viton with AED properties.

INDUSTRIES

¢

gl u LNG _\_)J M
OIL&G Petrochemical chemical INDUSTRY  ENERGY ®
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Casting Valves M
Valvulas de fundicion ®
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PRODUCTS > CASTING VALVES / VALVULAS DE FUNDICION

GATEVALMVE - RSEFACHD GLOBEVALME - RSEFACHD SAING CGHECKVALVE - RSEFACED
3’ a24 - ANF Qass 150/300/ 600 3’ a24 - ANF Qass 150/300/ 600 3’ al6’ - ANH Qass 150/300/ 600

INDUSTRIES b! B.FE. S.rl,

- by
0 gl NG < M Neway @ cameron
.

OIL&GAS  patrochemical Chemical  INDUSTRY  enzray NEWCO" |orc*
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SERVICES

v" PM testing

v' Pressuretest

v" End Connection Machining
v" Hange machining

v Painting process

\

-

—

connection Machining
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Business Key, S.L.
Barcelona, SPAIN

+34 936 804 980
info@mtspain.net

mtspain.net



